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BY-LAW NO.______ 
 
 

A By-law to amend Downtown  
Eastside Oppenheimer Official Development Plan By-law No. 5532 

 
THE COUNCIL OF THE CITY OF VANCOUVER, in public meeting, enacts as follows: 
 
1. This By-law amends the indicated provisions of the Downtown Eastside Oppenheimer 
Official Development Plan By-law. 
 
2. A decision by a court that any part of this By-law is illegal, void, or unenforceable 
severs that part from this By-law, and is not to affect the balance of this By-law. 
 
3. In Section 4.5  Density, in section 4.5.3, Council: 
 

(a) at the end of subsection (d) strikes out “and”; and 
 
(b) strikes out subsection (e) and substitutes: 

 
“(e) for exterior walls in laneway houses and in one and two-family dwellings 

of three storeys or less with or without secondary suites, an area equal 
to the area occupied by the insulation thickness that exceeds the 
performance of the prescriptive thermal resistance (RSI value) 
requirement for exterior walls in the Building By-law, as verified by a 
Building Envelope Professional, to a maximum exclusion of 330 mm; 

 
(f) for exterior walls in residential buildings that are three storeys or less 

and classified as Group C buildings under the Building By-law, other than 
those buildings referred to in subsection (e): 

 
(i) an area equal to the area occupied by the insulation thickness 

that exceeds the performance of the prescriptive thermal 
resistance (RSI value) requirement for exterior walls in the 
Building By-law, as verified by a Building Envelope Professional, 
to a maximum exclusion of 179 mm, and 

 
(ii) an area equal to the area occupied by a rain screen system in a 

wall that exceeds 203 mm, as verified by a Building Envelope 
Professional, to a maximum exclusion of 152 mm;  
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(g) for exterior walls in all buildings other than those referred to in 

subsections (e) and (f): 
 

(i) an area equal to the area occupied by the insulation thickness 
that exceeds the performance of the prescriptive maximum 
effective thermal transmittance (U factor) requirement for 
exterior walls in the Building By-law, as verified by a Building 
Envelope Professional, to a maximum exclusion of 179 mm, and 

 
(ii) an area equal to the area occupied by a rain screen system in a 

wall that exceeds 203 mm, as verified by a Building Envelope 
Professional, to a maximum exclusion of 152 mm; and 
 

(h) in buildings with commercial, retail or service use at grade, the area 
occupied by interior commercial kitchen exhaust shafts, to a maximum 
exclusion of 3.7 m² for each floor above the commercial, retail or 
service use.” 

 
4. In Section 5.5 - Density, in section 5.5.3, Council strikes out subsection (e) and 
substitutes: 
 

“(e) for exterior walls in laneway houses and in one and two-family dwellings 
of three storeys or less with or without secondary suites, an area equal 
to the area occupied by the insulation thickness that exceeds the 
performance of the prescriptive thermal resistance (RSI value) 
requirement for exterior walls in the Building By-law, as verified by a 
Building Envelope Professional, to a maximum exclusion of 330 mm; 

 
(f) for exterior walls in residential buildings that are three storeys or less 

and classified as Group C buildings under the Building By-law, other than 
those buildings referred to in subsection (e): 

 
(i) an area equal to the area occupied by the insulation thickness 

that exceeds the performance of the prescriptive thermal 
resistance (RSI value) requirement for exterior walls in the 
Building By-law, as verified by a Building Envelope Professional, 
to a maximum exclusion of 179 mm, and 

 
(ii) an area equal to the area occupied by a rain screen system in a 

wall that exceeds 203 mm, as verified by a Building Envelope 
Professional, to a maximum exclusion of 152 mm;  

 
(g) for exterior walls in all buildings other than those referred to in 

subsections (e) and (f): 
 

(i) an area equal to the area occupied by the insulation thickness 
that exceeds the performance of the prescriptive maximum 
effective thermal transmittance (U factor) requirement for 
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exterior walls in the Building By-law, as verified by a Building 
Envelope Professional, to a maximum exclusion of 179 mm, and 

 
(ii) an area equal to the area occupied by a rain screen system in a 

wall that exceeds 203 mm, as verified by a Building Envelope 
Professional, to a maximum exclusion of 152 mm; and 
 

(h) in buildings with commercial, retail or service use at grade, the area 
occupied by interior commercial kitchen exhaust shafts, to a maximum 
exclusion of 3.7 m² for each floor above the commercial, retail or 
service use.” 

 
5. In Section 6.5 - Density, in section 6.5.3,  Council strikes out subsection (e) and 
substitutes: 
 

“(e) for exterior walls in laneway houses and in one and two-family dwellings 
of three storeys or less with or without secondary suites, an area equal 
to the area occupied by the insulation thickness that exceeds the 
performance of the prescriptive thermal resistance (RSI value) 
requirement for exterior walls in the Building By-law, as verified by a 
Building Envelope Professional, to a maximum exclusion of 330 mm; 

 
(f) for exterior walls in residential buildings that are three storeys or less 

and classified as Group C buildings under the Building By-law, other than 
those buildings referred to in subsection (e): 

 
(i) an area equal to the area occupied by the insulation thickness 

that exceeds the performance of the prescriptive thermal 
resistance (RSI value) requirement for exterior walls in the 
Building By-law, as verified by a Building Envelope Professional, 
to a maximum exclusion of 179 mm, and 

 
(ii) an area equal to the area occupied by a rain screen system in a 

wall that exceeds 203 mm, as verified by a Building Envelope 
Professional, to a maximum exclusion of 152 mm;  

 
(g) for exterior walls in all buildings other than those referred to in 

subsections (e) and (f): 
 

(i) an area equal to the area occupied by the insulation thickness 
that exceeds the performance of the prescriptive maximum 
effective thermal transmittance (U factor) requirement for 
exterior walls in the Building By-law, as verified by a Building 
Envelope Professional, to a maximum exclusion of 179 mm, and 

 
(ii) an area equal to the area occupied by a rain screen system in a 

wall that exceeds 203 mm, as verified by a Building Envelope 
Professional, to a maximum exclusion of 152 mm; and 
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(h) in buildings with commercial, retail or service use at grade, the area 
occupied by interior commercial kitchen exhaust shafts, to a maximum 
exclusion of 3.7 m² for each floor above the commercial, retail or 
service use.” 

 
6. In Section 7.5 - Density, in section 7.5.3, Council: 
 

(a) at the end of subsection (d) strikes out “and”; and 
 
(b) strikes out subsection (e) and substitutes: 

 
“(e) for exterior walls in laneway houses and in one and two-family dwellings 

of three storeys or less with or without secondary suites, an area equal 
to the area occupied by the insulation thickness that exceeds the 
performance of the prescriptive thermal resistance (RSI value) 
requirement for exterior walls in the Building By-law, as verified by a 
Building Envelope Professional, to a maximum exclusion of 330 mm; 

 
(f) for exterior walls in residential buildings that are three storeys or less 

and classified as Group C buildings under the Building By-law, other than 
those buildings referred to in subsection (e): 

 
(i) an area equal to the area occupied by the insulation thickness 

that exceeds the performance of the prescriptive thermal 
resistance (RSI value) requirement for exterior walls in the 
Building By-law, as verified by a Building Envelope Professional, 
to a maximum exclusion of 179 mm, and 

 
(ii) an area equal to the area occupied by a rain screen system in a 

wall that exceeds 203 mm, as verified by a Building Envelope 
Professional, to a maximum exclusion of 152 mm;  

 
(g) for exterior walls in all buildings other than those referred to in 

subsections (e) and (f): 
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(i) an area equal to the area occupied by the insulation thickness 

that exceeds the performance of the prescriptive maximum 
effective thermal transmittance (U factor) requirement for 
exterior walls in the Building By-law, as verified by a Building 
Envelope Professional, to a maximum exclusion of 179 mm, and 

 
(ii) an area equal to the area occupied by a rain screen system in a 

wall that exceeds 203 mm, as verified by a Building Envelope 
Professional, to a maximum exclusion of 152 mm; and 
 

(h) in buildings with commercial, retail or service use at grade, the area 
occupied by interior commercial kitchen exhaust shafts, to a maximum 
exclusion of 3.7 m² for each floor above the commercial, retail or 
service use.” 

 
7. A decision by a court that any part of this By-law is illegal, void, or unenforceable 
severs that part from this By-law, and is not to affect the balance of this By-law. 
 
8. This By-law is to come into force and take effect on the date of its enactment. 
 
 
ENACTED by Council this                     day of                                                                 , 2015 

 
 
 
 

__________________________________ 
Mayor 

 
 
 
 

__________________________________ 
City Clerk 
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